ATD TOOLS, INC.

PRODUCT SPECIFICATIONS

MODEL #: 7227
DESCRIPTION: WHEEL DOLLY
CAPACITY: 3/4 Ton (1500 LBS)
PRODUCT SIZE: 39 7/8” (L) X 43” (W) X 33 1/4” (H)
LIFTING RANGE: 3 1/2” ~ 11 3/4” (12 5/8” w/ext. screw)
TILTED RANGE: -2.5° ~ 10°
CHAIN LENGTH: 35” (2 PCs)
FRONT CASTER DIA.: 3 1/2”
REAR CASTER DIA.: 5 1/2”
POWER UNIT: 4 TON BOTTLE JACK
LIFTING RANGE: 8 1/8” ~ 15 1/2”

NET WEIGHT: 131.2 LBS
CARTON DIM. - Box 1/3: 28 3/4” (L) X 12 7/8” (W) X 2 3/8” (H) - 0.503 CUFT
CARTON DIM. - Box 2/3: 32 7/8” (L) X 27 5/8” (W) X 7 7/8” (H) - 4.128 CUFT
CARTON DIM. - Box 3/3: 31 3/8” (L) X 45 1/4” (W) X 4” (H) - 3.39 CUFT

FEATURE

- MEETS APPLICABLE ASME/ANSI SAFETY STANDARDS
- HYDRAULIC SYSTEM ACTUATED TO PROVIDE SMOOTH POSITIVE POWER
- PRECISION CRAFTED CRADLE ROLLERS
- HEAVY DUTY TUBULAR CONSTRUCTION
- U.S. PATENTED CATRIDGE ASSEMBLY PROVIDES THE EFFECTIVE OVERLOAD SAFETY FUNCTION
- FINGERTIP CONTROL ALLOWS POSITIVE LOAD LOCK

Updated Jun. 07, '01
# 3/4 Ton Heavy Duty Wheel Dolly

## Spare Parts List

<table>
<thead>
<tr>
<th>ITEM</th>
<th>PARTCODE</th>
<th>DESCRIPTION</th>
<th>QTY</th>
<th>ITEM</th>
<th>PARTCODE</th>
<th>DESCRIPTION</th>
<th>QTY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>*</td>
<td>bolt M12 X 25</td>
<td>8</td>
<td>11</td>
<td>T5900-09-00000</td>
<td>5 1/2&quot; caster</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>*</td>
<td>spring washer 8</td>
<td>8</td>
<td>12</td>
<td>T5900-04-00000</td>
<td>caster bracket</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td>T5900-08-00000</td>
<td>3 1/2&quot; caster</td>
<td>2</td>
<td>13</td>
<td>GB885-86-00000</td>
<td>pin</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td>N/A</td>
<td>base half (L)</td>
<td>1</td>
<td>14</td>
<td>GB918-60-00000</td>
<td>snap pin</td>
<td>1</td>
</tr>
<tr>
<td>5</td>
<td>*</td>
<td>nut M14</td>
<td>4</td>
<td>15</td>
<td>T5900-02-00000</td>
<td>handle set</td>
<td>1</td>
</tr>
<tr>
<td>6</td>
<td>N/A</td>
<td>post</td>
<td>1</td>
<td>16</td>
<td>T5900-07-00000</td>
<td>power unit</td>
<td>1</td>
</tr>
<tr>
<td>7</td>
<td>T5900-03-00000</td>
<td>linkage</td>
<td>4</td>
<td>17</td>
<td>T5900-10-00000</td>
<td>chain assembly</td>
<td>1</td>
</tr>
<tr>
<td>8</td>
<td>*</td>
<td>bolt M14 X 115</td>
<td>2</td>
<td>18</td>
<td>N/A</td>
<td>base half (R)</td>
<td>1</td>
</tr>
<tr>
<td>9</td>
<td>*</td>
<td>bolt M18 X 20</td>
<td>4</td>
<td>19</td>
<td>T5900-99-00000</td>
<td>hardware kit pack</td>
<td>1</td>
</tr>
<tr>
<td>10</td>
<td>*</td>
<td>spring washer 8</td>
<td>4</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

* Included in hardware kit pack

---

**Exploded Drawing**

1st Edition © May 2001