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Features:

  is activated

  consistent power

Specifications:

ATD-80212
1000L Mini Floodlight

Owner’s Manual



Instructions for use:

Caution:
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         REPLACEMENT PARTS
 all components of this product are replacement items,  are illustrated as a convenient reference for position in

the  sequence.   parts,  model  part  and description.  

ITEM# ORDERING PART# PART DESCRIPTION QTY ITEM# ORDERING PART# PART DESCRIPTION QTY
1 D C ATIV  I G 12 T80212 12 AC  SI G 1
2 T SI G ASSY 1 T80212 1 G 1

T A S A T G ASS S ASSY 1 1 VA A
S A   S 1 1 ATT Y ASSY

T80212 0 CT 1 1 D AT
C  IG T ASSY 1 1 AC T ASSY

AT SI  A MI M  C  IG T 1 18 MAG T
8 T80212 08 T MA  SI ICA 1 1 MAG T A

T80212 0 S A  I G  SI G 1 20 T80212 20 AC ADA T V 2A 1
10 T80212 10 C T  A D 1 21 T80212 21 C A GI G CA
11 T80212 11 S ITC  D 1

1

1

1T80212 1 1

T80212 01 02 1

T80212 0 0

T80212 0 0 T80212 1 1



WARRANTY
 1 YEAR LIMITED WARRANTY  

 
 

   
 

THIS WARRANTY AND CONFIRMED RECEIPT(S) SHOULD BE RETAINED BY THE CUSTOMER AT ALL TIMES     

 _______________________________________  

  ________________________________________  

  

 

Some states’ laws do not allow limited durations on certain implied warranties and some states’ laws do not allow limitations on 


